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Topic 1, Volume A

QUESTION 1
Which two statements are true about OSPFv3? (Choose two.)     

A. OSPFv3 uses a 32-bit router ID to uniquely identify a node in the network.

B. OSPFv3 uses a 128-bit router ID to uniquely identify a node in the network.

C. OSPFv3 routes are always preferred over OSPFv2 routes for all traffic.

D. OSPFv3 and OSPFv2 can be configured at the same time.

Correct Answer: AD
Section: (none)
Explanation

Explanation/Reference:

QUESTION 2
Click the Exhibit button. 
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On your MX Series router, traffic using the critical scheduler is out of profile. All other data is currently in profile. Referring to the exhibit, which statement is correct?
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A. The critical queue is serviced before the less-critical queue.

B. The critical queue is serviced after the left-over queue.

C. The critical queue is serviced before the data queue.
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D. The critical queue is serviced before the voice queue.

Correct Answer: B
Section: (none)
Explanation

Explanation/Reference:

QUESTION 3
Click the Exhibit button. 

All networks shown in the exhibit contain more than one BGP speaking router. You operate ISP A. You must ensure that customer Y sends their traffic to you over
the directly connected link but customer Y is not used for transit into your network. What do you do to accomplish this?     
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A. Advertise routes to customer Y with the well-known no-transit community.

B. Advertise routes to customer X with the well-known no-advertise community.

C. Advertise routes to customer Y with the well-known no-export community.

D. Advertise routes to customer X with the well-known as-transit community.

Correct Answer: C
Section: (none)
Explanation

Explanation/Reference:

QUESTION 4
Click the Exhibit button. 

As shown in the exhibit, you have an adaptive LSP that requires 85 Mbps. The LSP is configured with a primary path and a secondary path in standby mode. All
connections in the MPLS network are Fast Ethernet. Which statement is correct?     
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A. The primary and secondary paths are in an up state and operational.

B. The primary and secondary paths are in a down state and not operational.

C. The secondary path is in a down state and not operational.

D. The primary path is in a down state and not operational.

Correct Answer: A
Section: (none)
Explanation

Explanation/Reference:

QUESTION 5
Your are the administrator for a network that uses IS-IS as its IGP. As the network grows, you find that the protocol's default capabilities for setting metrics is limiting
your options. Which feature can you implement to provide a larger range of metric configuration capabilities?     

A. extended metrics

B. wide metrics

C. expanded metrics

D. full metrics

Correct Answer: B
Section: (none)
Explanation

Explanation/Reference:

QUESTION 6
Click the Exhibit button. 
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You are asked to configure an OSPF network based on the topology shown in the exhibit. You must keep the link-state database in Area 1 as small as possible.
What will accomplish this?     

A. Area 0 should be configured as a stub area so that it will not announce routes into Area 1.

B. Area 1 should be configured as an NSSA to limit the size of the link-state database.

C. Area 1 should be configured as a stub area with no-summaries to limit the size of the link-state database.

D. Area 0 should be configured with a virtual link to R4 to limit the size of the Area 1 link-state database.

Correct Answer: B
Section: (none)
Explanation

Explanation/Reference:

QUESTION 7
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You are provisioning a new customer for access to your Layer 3 VPN. The customer is using 172.16.35.0/24 as their internal IP address space, which is also being
used by an existing Layer 3 VPN customer. The two customers share many PE routers in common across your network. Which mechanism allows these duplicate
addresses to exist in your network?     

A. route origin

B. route target

C. route refresh

D. route distinguisher

Correct Answer: D
Section: (none)
Explanation

Explanation/Reference:

QUESTION 8
Click the Exhibit button. 

Given the drop profile in the exhibit, what is the drop probability when the buffer reaches 90% full?     

A. 60%

B. 70%

C. 85%

D. 90%

Correct Answer: B
Section: (none)
Explanation
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Explanation/Reference:

QUESTION 9
Click the Exhibit button. 

Referring to the exhibit, which type of traffic protection mechanism is used for the LSP?     

A. fast-reroute

B. link-protection

C. node-link-protection

D. secondary

Correct Answer: B
Section: (none)
Explanation
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Explanation/Reference:

QUESTION 10
Click the Exhibit button. 

All routers in the exhibit are running IS-IS level 2 routing. The wide-metrics-only parameter is configured on all routers. Which metric does R1 see for the path to
R4?     

A. 136

B. 138

C. 310

D. 320

Correct Answer: D
Section: (none)
Explanation

Explanation/Reference:

QUESTION 11
Which operational mode command displays the number of configured forwarding classes?     

A. show interfaces queue ge-1/0/0

B. show interfaces terse

C. show class-of-service interface

D. show forwarding classes

Correct Answer: A
Section: (none)
Explanation
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Explanation/Reference:

QUESTION 12
Your OSPF network includes an NSSA. Which LSA type is injected into the NSSA by the ASBR?     

A. Type 3

B. Type 5

C. Type 7
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D. Type 9

Correct Answer: C
Section: (none)
Explanation

Explanation/Reference:

QUESTION 13
Your multicast receivers are indirectly connected to an MX Series router. The receivers need to join multicast group 224.2.2.2. What must be configured in IGMP to
receive report messages from receivers that are multiple hops away?     

A. By default, IGMP accepts report messages from indirectly connected receivers.

B. Promiscuous mode must be enabled in IGMP.

C. Promiscuous mode must be disabled in IGMP.

D. DVMRP protocol must be configured.

Correct Answer: B
Section: (none)
Explanation
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Explanation/Reference:

QUESTION 14
Click the Exhibit button. 

Your router should be configured with a rewrite rule which alters the default behavior of expedited-forwarding as shown in the exhibit. Which configuration is
correct?     
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A. Option A

B. Option B

C. Option C

D. Option D

Correct Answer: A
Section: (none)
Explanation

Explanation/Reference:

QUESTION 15
Click the Exhibit button. 

Based on the exhibit, what do you expect to find in the configuration on R1 and R4?     
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A. a policy leaking level 1 routes into level 2

B. a policy leaking level 2 routes into level 1

C. a policy setting the attached bit on level 2 routes

D. a policy setting the attached bit on level 1 routes

Correct Answer: B
Section: (none)
Explanation

Explanation/Reference:

QUESTION 16
You have assigned target:65432:100 as the route target for Customer A's BGP Layer 2 VPN. The PE1 router VRF is configured with vrf-target export
target:65432:100.Which configuration on PE2 correctly assigned Customer A's routes to their VRF?     

A. vrf-target target:65432:100

B. route-target target:65432:100

C. vrf-target export target:65432:100

D. route-target export target:65432:100

Correct Answer: A
Section: (none)
Explanation

Explanation/Reference:

QUESTION 17
Click the Exhibit button. 
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You are the administrator of AS 65000. In the exhibit, there are four links between your network (AS 65000) and your upstream provider (AS 65001). 
You have an export policy on all of your routers to advertise your routes such that:   
Router A. MED 100, AS Path (65000), Origin 1   
Router B. MED 100, AS Path (65000 65000), Origin 0   
Router C. MED 50, AS Path (65000 65000), Origin 1   
Router D. MED 50, AS Path (65000), Origin 0

Through which link will traffic from the Web server enter your network (AS 65000)?     

A. Router A

B. Router B
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C. Router C

D. Router D

Correct Answer: D
Section: (none)
Explanation

Explanation/Reference:

QUESTION 18
Click the Exhibit button. 

In the exhibit, on which label value does PE1 expect to receive traffic from CE3 for VPN A?     

A. 2002

B. 3001

C. 3002
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D. 2001

Correct Answer: A
Section: (none)
Explanation

Explanation/Reference:

QUESTION 19
Click the Exhibit button. 

Two PE routers in your Layer 3 VPN are not advertising customer VPN routes to each other. Referring to the output in the exhibit, which configuration parameter is
missing?     

A. family inet on PE1

B. family inet on PE2

C. family inet-vpn on PE1

D. family inet-vpn on PE2
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Correct Answer: D
Section: (none)
Explanation

Explanation/Reference:

QUESTION 20
IS-IS is configured to support both IPv4 and IPv6 routing. Which statement is true?     

A. Separate IPv4 and IPv6 hellos will be sent.

B. IPv6 will have a separate link-state database.

C. IS-IS v6 support must be enabled under protocols isis.

D. IS-IS sends IPv6 topology information as new TLVs in existing LSPs.

Correct Answer: D
Section: (none)
Explanation

Explanation/Reference:

QUESTION 21
Which two statements correctly describe BGP operation? (Choose two.)     

A. IBGP does not advertise routes learned from other IBGP neighbors.

B. IBGP advertises routes learned from other IBGP neighbors.

C. EBGP advertises routes learned from other IBGP or EBGP neighbors.

D. EBGP does not advertise routes learned from other EBGP neighbors.

Correct Answer: AC
Section: (none)
Explanation

Explanation/Reference:

QUESTION 22
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You have been asked to make a configuration which inherits the statements in a predefined configuration group. What will accomplish this?     

A. Option A

B. Option B

C. Option C

D. Option D

Correct Answer: B
Section: (none)
Explanation

Explanation/Reference:

QUESTION 23
Click the Exhibit button. 
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The exhibit contains a BGP topology. R1 and R2 are peering using IBGP. R2 and R3 are peering with EBGP. R1 is not installing any routes from R3 due to next-
hop resolution issues. Which two configurations will resolve this issue? (Choose two.)     

A. Use a policy to advertise the loopback on R2 into the IGP.

B. Advertise the R2-R3 subnet into the IGP.

C. Configure advertise-inactive on the IBGP peering session on R2.

D. Configure next-hop self on the IBGP peering session on R2.

Correct Answer: BD
Section: (none)
Explanation

Explanation/Reference:

QUESTION 24
Click the Exhibit button. 
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Based on the output shown in the exhibit, which statement is correct?     

A. R3 is the designated intermediate system.

B. R3 is the backup designated intermediate system.

C. R3 has been configured with an export policy and is announcing external routes to IS-IS neighbors.

D. R3 is using both IPv4 and IPv6 resulting in two pseudonodes.

Correct Answer: A
Section: (none)
Explanation

Explanation/Reference:

QUESTION 25
Click the Exhibit button.
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CE1, CE2, and CE3 are part of a single VPLS VPN. R1, R2, and R3 are PEs in the provider network, and have just been powered on. The VPLS domain has
converged, and frames have passed between all CEs in the last minute. An Ethernet frame has just arrived at R3 from CE3. It has a source MAC address of CE3
and a destination MAC address of CE1.What does R3 do with the Ethernet frame?     

A. Drops the packet as the destination MAC address is not for R3.

B. Drops the packet as the destination MAC address is not in R3's MAC table.

C. Forwards the packet to R1 only.

D. Forwards the packet to R1 and R2.

Correct Answer: C
Section: (none)
Explanation

Explanation/Reference:

QUESTION 26
Click the Exhibit button. 
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What would happen if the guaranteed-rate command is removed from the configuration shown in the exhibit?   
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A. The logical interface gets a minimal bandwidth reservation.

B. The minimum-rate command should be configured instead.

C. The logical interface receives no bandwidth constraints.

D. The transmit-rate command should be configured instead.

Correct Answer: A
Section: (none)
Explanation

Explanation/Reference:
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QUESTION 27
Which statement is true about ASM and/ or SSM multicast?     

A. ASM requires an external mechanism to find the source.

B. SSM only builds RPT trees, since the RP is replaced by an external mechanism.

C. ASM and SSM for IPv6 multicast use embedded RP.

D. SSM does not require MSDP.

Correct Answer: D
Section: (none)
Explanation

Explanation/Reference:

QUESTION 28
Click the Exhibit button. 
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Traffic is flowing through the interfaces in the exhibit as follows:   

On ge-0/0/2.0, IPv4 traffic has a throughput rate of 4 Mbps, and the burst size counter is at 200 KB.   
On ge-0/0/2.0, IPv6 traffic has a throughput rate of 7 Mbps, and the burst size counter is at 550 KB.   
On ge-0/0/3.0, IPv4 traffic has a throughput rate of 5 Mbps, and the burst size counter is at 250 KB.   
On ge-0/0/3.1, IPv6 traffic has a throughput rate of 12 Mbps, and the burst size counter is at 450 KB. 

Which statement describes what is happening?     

A. IPv6 traffic on ge-0/0.3.1 is being dropped; all other traffic is unaffected.

B. IPv4 traffic on ge-0/0/2.0 is unaffected; IPv6 traffic on ge-0/0/2.0 is being dropped; IPv4 traffic on ge-0/0/3.0 is unaffected; IPv6 traffic on ge-0/0/3.1 is being
dropped.

C. IPv4 traffic on ge-0/0/2.0 is being dropped; IPv6 traffic on ge-0/0/2.0 is being dropped; IPv4 traffic on ge-0/0/3.0 is unaffected; IPv6 traffic on ge-0/0/3.1 is
unaffected.

D. All IPv4 and IPv6 traffic on ge-0/0/2 and ge-0/0/3 is being dropped.

Correct Answer: B
Section: (none)
Explanation

Explanation/Reference:

QUESTION 29
Click the Exhibit button. 
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The output in the exhibit was captured on an interface. Which three statements are true about the configuration on the router with hostname SaoPaulo? (Choose
three.)      

A. Wide metrics is not in use.

B. The router has the overload bit set to "on".

C. Authentication is enabled.

D. System ID is 1921.6805.2001.

E. Level 2 routing is enabled.

Correct Answer: ACE
Section: (none)
Explanation

Explanation/Reference:

QUESTION 30
Click the Exhibit button.
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R2 and R4 advertise a default route into Area 1.Based on the configurations in the exhibit, which statement is true? (Choose two.)     

A. Traffic from R1 to internal OSPF destinations in Area 0 will always transit R4.

B. Traffic from R1 to internal OSPF destinations in Area 0 will always transit R2.

C. Traffic from R1 to external OSPF destinations in Area 0 will always transit R2.

D. Traffic from R1 to external OSPF destinations in Area 0 will always transit R4.

Correct Answer: AC
Section: (none)
Explanation

Explanation/Reference:
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QUESTION 31
Click the Exhibit button. 

Referring to the exhibit, your network management systems have alerted you to a loss of connectivity to the CE2 router in your Layer 3 VPN. The loopback address
of the CE router is 10.10.1.1/32.Which operational command on PE2 verifies connectivity across the PE-CE link?     

A. ping 10.10.1.1

B. ping 10.10.1.1 table customer-a

C. ping 10.10.1.1 instance customer-a

D. ping 10.10.1.1 routing-instance customer-a

Correct Answer: D
Section: (none)
Explanation

Explanation/Reference:

QUESTION 32
Click the Exhibit button. 
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You are configuring a new PE router in your Layer 3 VPN. A remote PE router is using the configuration shown in the exhibit. Which configuration is needed to
receive customer-vpn routes from the remote PE?     
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A. Option A

B. Option B

C. Option C

D. Option D

Correct Answer: C
Section: (none)
Explanation

Explanation/Reference:

QUESTION 33
Click the Exhibit button. 

Based on the output in the exhibit, which statement is correct?     

A. R4 has been configured with an IS-IS export policy and is announcing external routing information.

B. R3 and R4 have an adjacency at both level 1 and level 2.

C. R3 has been configured so that it is not used for transit traffic.

D. R3 and R4 are both attached to other IS-IS areas.
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Correct Answer: C
Section: (none)
Explanation

Explanation/Reference:

QUESTION 34
Which two statements describe advantages of using BGP for VPLS signaling instead of LDP signaling? (Choose two.)     

A. There is no need for MPLS signaling protocol.

B. There is a well-defined scaling hierarchy.

C. There is a separation of signaling from other services.

D. There is auto discovery.

Correct Answer: BD
Section: (none)
Explanation

Explanation/Reference:

QUESTION 35
Click the Exhibit button. 
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A LDP Layer 2 circuit is shown for VPN A and VPN B. LDP tunneling over RSVP is activated on P1 and P2. Referring to the exhibit, which statement is true about
the LDP Layer 2 circuit?     

A. MAC learning is needed and using the inner VPN label between PE1 and PE2 for VPN A or VPN B.

B. Targeted LDP sessions are established between PE1, P1 and P2, PE2.

C. Label stitching must be configured on P1 and P2 for end to end transport LSPs.

D. LDP must be enabled on the loopback interfaces of PE1 and PE2.

Correct Answer: D
Section: (none)
Explanation

Explanation/Reference:

QUESTION 36
Click the Exhibit button. 
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Customer A is complaining that CE1 and CE2 cannot form an OSPF adjacency across your LDP Layer 2 circuit. The physical topology of the network is CE1-PE1-
P-PE2-CE2. PE1's loopback is 192.168.5.1, P's loopback is 192.168.6.1, and PE2's loopback is 192.168.7.1. 
Referring to the output in the exhibit, what is the problem?     

A. mismatched virtual circuit ID values

B. mismatched interface encapsulations

C. incorrect PE-CE interface configuration

D. extended LDP neighbor not established

Correct Answer: B
Section: (none)
Explanation

Explanation/Reference:

QUESTION 37
Click the Exhibit button. 
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Referring to the exhibit, which type of traffic protection mechanism is used for the LSP?     

A. link-protection

B. fast-reroute

C. node-link-protection

D. bypass

Correct Answer: B
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Section: (none)
Explanation

Explanation/Reference:

QUESTION 38
Click the Exhibit button. 

You work for ISP A, as shown in the exhibit, and must configure R1 to use load balancing across both available links to ISP B's network. Which command do you
use to finish the configuration?     

A. set protocols bgp group isp-b multipath

B. set routing-options forwarding-table export per-packet

C. set protocols bgp group isp-b multihop

D. set routing-options forwarding-table load-balance

Correct Answer: A
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Section: (none)
Explanation

Explanation/Reference:

QUESTION 39
Click the Exhibit button. 
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The exhibit shows the output of a Junos show bgp neighbor command. Which two statements are true? (Choose two.)     

A. IPv4 routes will be exchanged over this session.

B. IPv6 routes will be exchanged over this session.

C. The local router initiated the BGP session.

D. BFD keepalive is configured to 30 seconds.

Correct Answer: AC
Section: (none)
Explanation

Explanation/Reference:

QUESTION 40
Click the Exhibit button. 

Referring to the OSPF link metrics in the exhibit, which path will traffic from R6 take to reach R1?     

A. R6, R3, R2, R4, R1

B. R6, R3, R2, R1

C. R6, R5, R4, R1

D. R6, R5, R3, R2, R4, R1

Correct Answer: B
Section: (none)
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Explanation

Explanation/Reference:

QUESTION 41
Click the Exhibit button. 

A customer is using the Layer 3 VPN multicast technology shown in the exhibit. Which statement is true?     

A. PE6 sends a BGP NG-MVPN NLRI Type 5 message upon receiving a *,G join on its VRF interface.

B. PE6 sends a BGP NG-MVPN NLRI Type 7 message upon receiving an S,G join on its VRF interface.

C. The P2MP sub LSP reduces the traffic load on the interface between PE2 and PE5.

D. PE6 signals PE2 through MBGP to include the I-PMSI tree on its P2MP sub LSP.

Correct Answer: B
Section: (none)
Explanation

Explanation/Reference:

QUESTION 42
Click the Exhibit button. 
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In the exhibit, R1 is a route reflector and R2 through R5 are clients in a full mesh configuration. R2 should only receive one copy of all routes sent from R5.Which
configuration is valid?     
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A. Option A

B. Option B

C. Option C

D. Option D

Correct Answer: C
Section: (none)
Explanation

Explanation/Reference:

QUESTION 43
In an interdomain multicast deployment scenario, an RP1 is in AS1 and an RP2 is in AS2. MSDP is configured between RP1 and RP2.In which routing table on RP1
are source-active messages (SAs) received from RP2 by default?     
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A. inet.0

B. inet.2

C. inet.1

D. inet.4

Correct Answer: D
Section: (none)
Explanation

Explanation/Reference:

QUESTION 44
Click the Exhibit button.
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R3 and R4 want to establish an EBGP session between each other's loopback addresses. They have each configured static routes to the other's loopback address
and can ping from loopback to loopback. Their EBGP session is configured with correct neighbor and local addresses. The correct AS numbers have been
specified at the [routing-options] hierarchy as well. Considering the topology in the exhibit, which statement is true?     

A. BGP's protocol preference must be adjusted to be lower than protocol static for the session to establish.

B. Each side must configure multipath for the session to establish.

C. Each peer must specify a local-as within their EBGP configuration for the session to establish.

D. Each peer must configure multihop for the session to establish.

Correct Answer: D
Section: (none)
Explanation

Explanation/Reference:

QUESTION 45
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Click the Exhibit button. 

R2 is announcing the 10.200/16 network to its IS-IS neighbors. No routing policies have been applied to R3. Referring to the exhibit, will R5 have 10.200/16 as an
IS-IS route?     

A. Yes; IS-IS level 2 externals are passed from level 2 to level 1 by default.

B. No; IS-IS level 2 externals are only passed to level 1 if wide-metrics-only is configured on all routers.

C. Yes; all level 2 routing information is shared throughout an IS-IS domain by default.

D. No; IS-IS does not announce routes from level 2 to level 1 unless a routing policy is applied.

Correct Answer: D
Section: (none)
Explanation

Explanation/Reference:
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QUESTION 46
Which two configuration parameters are required to configure a BGP-signaled VPLS service? (Choose two.)     

A. vpls-id

B. site-identifier

C. route-distinguisher

D. site-address

Correct Answer: BC
Section: (none)
Explanation

Explanation/Reference:

QUESTION 47
Click the Exhibit button. 

Referring to the exhibit, which statement is correct?     

A. Only multicasts packets (224.0.1.39) are allowed on the input and output direction.

B. Auto-RP discovery messages are filtered in the input and output direction.

C. Rendezvous point announcements are filtered in the output direction.

D. This filter does not work because the input or output parameter is missing.

Correct Answer: C
Section: (none)
Explanation

Explanation/Reference:
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QUESTION 48
Click the Exhibit button. 

The IGP is IS-IS. Routes from R1 need to be present on R6. Referring to the exhibit, what will accomplish this task?     

A. Create an L1 adjacency between R2 and R3 to allow the routes to pass through to R6.

B. Use policy on R3 to leak R1's routes from L2 to L1.

C. Change the area address from 49.0003 to 49.0001 on R6 to allow R6 to accept routes from R1.

D. Use policy on R2 to leak R1's routes from L1 to L2.

Correct Answer: B
Section: (none)
Explanation

Explanation/Reference:

QUESTION 49
Click the Exhibit button. 
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Referring to the exhibit, PE2 requires the loopback of PE1 to appear in the inet.3 routing table as a labeled route. Which configuration parameter is specifically
required to support this?     

A. resolve-vpn

B. family inet-vpn

C. traffic-engineering bgp-igp

D. traffic-engineering mpls-forwarding

Correct Answer: A
Section: (none)
Explanation

Explanation/Reference:

QUESTION 50
What are three Junos automation scripts? (Choose three.)      

A. op scripts

B. pulse scripts

C. commit scripts

D. event scripts
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E. action scripts

Correct Answer: ACD
Section: (none)
Explanation

Explanation/Reference:



https://www.gratisexam.com/

Topic 2, Volume B

QUESTION 1
Click the Exhibit button. 

Based on the output in the exhibit, which statement is correct?     

A. R4 has been configured with an IS-IS export policy and is announcing external routing information.

B. R3 and R4 have an adjacency at both level 1 and level 2.

C. R3 has been configured so that it is not used for transit traffic.

D. R3 and R4 have only a level 2 adjacency.

Correct Answer: D
Section: (none)
Explanation

Explanation/Reference:

QUESTION 2
Click the Exhibit button. 



https://www.gratisexam.com/

Customer A is complaining that routes advertised from the CE2 router are not being received on the CE1 router. The physical topology of the network is CE1-PE1-
PE2-CE2. The CE1-PE1 subnet is 172.16.1.0/24. The CE2-PE2 subnet is 172.16.2.0/24. PE1's loopback is 192.168.3.1 and PE2's loopback is
192.168.4.1.Referring to the output in the exhibit, what is the problem?     

A. No LSP exists between PE1 and PE2.

B. Route targets are not properly configured.

C. as-override is not configured in the VRFs.

D. family inet-vpn is not configured on the PEs.

Correct Answer: B
Section: (none)
Explanation

Explanation/Reference:

QUESTION 3
Click the Exhibit button. 
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In the exhibit, all routers within each AS are configured for Anycast RP. All intra-AS routers are configured within the same MSDP mesh group. Inter-AS multicast
has been enabled using MSDP without MSDP mesh groups. Which statement is true?     

A. The AS border routers allow TCP port 636 in their infrastructure ACLs.

B. Duplicate SA messages may be received in AS2.

C. SA messages from R5, R7, or R8 are not forwarded to AS1.

D. Inter-AS MSDP peerings must be configured on the AS border routers.

Correct Answer: B
Section: (none)
Explanation

Explanation/Reference:

QUESTION 4
What does the Junos command advertise-inactive allow?     
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A. OSPF inactive routes to be advertised using BGP

B. inactive and hidden BGP routes to be redistributed into OSPF

C. the best BGP route to be re-advertised by BGP, even when it is not the best route

D. the second-best BGP route to be re-advertised by BGP, to back up the best BGP route

Correct Answer: C
Section: (none)
Explanation

Explanation/Reference:

QUESTION 5
Click the Exhibit button. 
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The routers shown in the exhibit are connected in a full BGP mesh. R1 is the route reflector and R2 through R5 are clients. R3 should only receive one copy of all
routes sent from R4.Which configuration is valid?     
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A. Option A

B. Option B

C. Option C

D. Option D

Correct Answer: C
Section: (none)
Explanation

Explanation/Reference:

QUESTION 6
You manage an MPLS network. You are asked to classify traffic using the EXP bits from ingress to egress. What will allow you to accomplish this?     

A. Configure explicit-null on the penultimate router.

B. Configure explicit-null on the egress router.

C. Configure implicit-null on the penultimate router.

D. Configure implicit-null on the egress router.

Correct Answer: B
Section: (none)
Explanation

Explanation/Reference:

QUESTION 7
Junos scripts can be written in which two languages? (Choose two.)     

A. XLS

B. XML

C. XSLT

D. SLAX

Correct Answer: CD
Section: (none)
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Explanation

Explanation/Reference:

QUESTION 8
Click the Exhibit button. 

You are an employee of ISP A. You must not allow traffic between ISP B and ISP C to cross your network, but customers of ISP B and ISP C must be able to reach
your customers. Referring to the exhibit, which two actions would do this? (Choose two.)     

A. Use communities to identify and filter routes.

B. Use policy to filter routes on AS number.

C. Use origin code to identify and filter routes.
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D. Use the well-known no-advertise community.

Correct Answer: AD
Section: (none)
Explanation

Explanation/Reference:

QUESTION 9
Click the Exhibit button. 
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Customer A is complaining that CE1 and CE2 cannot form an OSPF adjacency across your LDP Layer 2 circuit. The physical topology of the network is CE1-PE1-
P-PE2-CE2. PE1's loopback is 192.168.5.1, P's loopback is 192.168.6.1, and PE2's loopback is 192.168.7.1.
Referring to the output in the exhibit, what is the problem?     

A. mismatched virtual circuit ID values

B. mismatched interface encapsulations

C. incorrect PE-CE interface configuration

D. extended LDP neighbor not established

Correct Answer: A
Section: (none)
Explanation

Explanation/Reference:

QUESTION 10
You are a network administrator in charge of configuring CoS for your network. Your network includes a voice application with strict latency requirements, so that
any packets delayed by more than 75 ms are effectively useless. When configuring the scheduler for this application, which feature ensures that you do not waste
buffer space?     

A. rate-limit

B. adaptive

C. latency-limit

D. temporal

Correct Answer: D
Section: (none)
Explanation

Explanation/Reference:

QUESTION 11
Click the Exhibit button. 
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You are the administrator of AS 65000. There are four links between your network (AS 65000) and your upstream provider (AS 65001). You have an import policy
on all of your routers. The routing table on the customer router has four routes to the Web server as follows:   
Router A. Local Pref 110, IGP Cost 1000   
Router B. Local Pref 100, IGP Cost 200   
Router C. Local Pref 110, IGP Cost 900   
Router D. Local Pref 100, IGP Cost 1000

Through which link will traffic to the Web server leave your network (AS 65000) from the customer router?     

A. Router A

B. Router B
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C. Router C

D. Router D

Correct Answer: C
Section: (none)
Explanation

Explanation/Reference:

QUESTION 12
You are asked to design a Layer 2 VPN service between service provider networks that needs Ethernet transport capabilities. The VPN should support two or three
endpoints. Which Layer 2 VPN technology should you propose?     

A. LDP-signaled VPLS

B. BGP-signaled VPLS, using the RFC 4448 Layer 2 frame format

C. LDP Layer 2 circuit, using the RFC 4448 Layer 2 frame format

D. BGP Layer 2 VPN

Correct Answer: B
Section: (none)
Explanation

Explanation/Reference:

QUESTION 13
You just added route reflectors to your network and you find that all of your VPN routes are hidden on the route reflectors. What three solutions can you use to solve
this? (Choose three.)      

A. Use rib-groups to add IGP routes to inet.3 and/or inet6.3 on all of the client routers.

B. Add MPLS LSPs between the route reflectors and their client routers.

C. Apply a next-hop-self export policy on each of the route reflectors.

D. Use rib-groups to add IGP routes to inet.3 and/or inet6.3 on the route reflectors.

E. Add a static default route to inet.3 and/or inet6.3 on the route reflectors.

Correct Answer: BDE
Section: (none)
Explanation
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Explanation/Reference:

QUESTION 14
Click the Exhibit button.

 Given the existing operational network shown in the exhibit, you now want to add a remote site for Customer B to the PE3 router. This change should not have an
effect on the existing BGP sessions between the PE routers. Which Layer 3 VPN scaling mechanism allows PE3 to begin receiving Customer B routes?     

A. route origin

B. route refresh

C. route reflection

D. route target filtering

Correct Answer: B
Section: (none)
Explanation
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Explanation/Reference:

QUESTION 15
Click the Exhibit button. 

On your MX Series router, traffic using the critical scheduler is out of profile. All other data is currently in profile. Referring to the exhibit, which statement is correct?
    

A. The critical queue is serviced before the less-critical queue.



https://www.gratisexam.com/

B. The critical queue is serviced after the left-over queue.

C. The critical queue is serviced before the data queue.

D. The critical queue is serviced before the voice queue.

Correct Answer: B
Section: (none)
Explanation

Explanation/Reference:

QUESTION 16
Click the Exhibit button. 

Area 1 has three network links. You need to summarize the network addresses in Area 1 so that Area 0 sees one route representing the network links. A route to
each loopback address must still be visible in Area 0.Which configuration sample on R3 and R5 will complete this task?     
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A. Option A

B. Option B

C. Option C

D. Option D

Correct Answer: B
Section: (none)
Explanation

Explanation/Reference:

QUESTION 17
Click the Exhibit button. 
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You manage an MX series router (with 100 ms buffer size per port) that includes the configuration shown in the exhibit. Traffic marked with DSCP 000101 is
entering the ge-1/0/4 interface at 102 Mbps. The traffic exits the device on the ge-1/0/5 interface. There is no other traffic transiting the router. What happens to
traffic exceeding 100 Mbps?     

A. Traffic exceeding 100 Mbps is forwarded.

B. Traffic exceeding 100 Mbps is buffered.

C. Traffic exceeding 100 Mbps is redirected to a rate limiter.
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D. Traffic exceeding 100 Mbps is dropped.

Correct Answer: D
Section: (none)
Explanation

Explanation/Reference:

QUESTION 18
The network design team has decided to activate multicast in the network. Auto-RP has been selected as the RP mechanism. Which PIM operational mode must
be enabled in this network?     

A. sparse mode

B. sparse-dense mode

C. dense mode

D. source specific multicast

Correct Answer: B
Section: (none)
Explanation

Explanation/Reference:

QUESTION 19
Click the Exhibit button.
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R1 and R2 are directly connected using the interfaces shown in the exhibit. R1 can ping R2's interface, and R2 can ping R1's interface. The IS-IS adjacency will not
come up. What is causing the adjacency to fail?     
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A. The correct levels are not configured under protocols isis.

B. The link MTU is too small to support IS-IS.

C. Authentication is not properly configured for the adjacency.

D. Both routers are configured as the DR, causing a conflict.

Correct Answer: B
Section: (none)
Explanation

Explanation/Reference:

QUESTION 20
An administrator wants to block the re-advertisement of the 10.10.255.6 FEC to all LDP neighbors while still advertising the local router's loopback address. What
will accomplish this?     
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A. Option A

B. Option B

C. Option C

D. Option D 

Correct Answer: B
Section: (none)
Explanation

Explanation/Reference:

QUESTION 21
Click the Exhibit button. 

Referring to the exhibit, which two statements are true? (Choose two.)     

A. The VPN uses LDP signaling for VPLS services.

B. The VPN uses BGP signaling for VPLS services.

C. The PE and directly attached CE are multihomed.

D. There are only 2 PEs with VPN membership in the network.

Correct Answer: AD
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Section: (none)
Explanation

Explanation/Reference:

QUESTION 22
Click the Exhibit button. 
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Given the output in the exhibit, which three statements are correct? (Choose three.)      

A. PIM spare-dense mode is used.

B. PIM sparse mode is used.

C. The receiver and source 10.255.70.15 are on the shortest path tree.

D. The receiver and source 10.255.70.15 are on the shared tree.

E. The receiver and RP are on the shortest path tree.

Correct Answer: BCE
Section: (none)
Explanation

Explanation/Reference:

QUESTION 23
Click the Exhibit button. 
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Referring to the exhibit, you work for ISP A and are asked to configure R1 to forward traffic for all routes across both available links, to both routers in ISP B's
network. Which three configuration commands do you use? (Choose three.)      

A. set protocols bgp group isp-b multihop

B. set policy-options policy-statement load-balance then load-balance per-packet

C. set routing-options forwarding-table import load-balance

D. set protocols bgp group isp-b multipath

E. set routing-options forwarding-table export load-balance

Correct Answer: BDE
Section: (none)
Explanation

Explanation/Reference:

QUESTION 24
Click the Exhibit button. 

You are building an interprovider VPN with ISP2 to support end-to-end connectivity for Customer A, as shown in the exhibit. For scalability reasons, the ASBR
routers cannot exchange VPN routes for Customer A. Which two configurations are needed to support this requirement? (Choose two.)     

A. family inet-vpn on the ASBRs

B. labeled-unicast on the ASBRs

C. multihop EBGP between the PEs

D. one VRF on the ASBRs for Customer A

Correct Answer: BC
Section: (none)
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Explanation

Explanation/Reference:

QUESTION 25
An OSPF database contains two router LSAs with identical link information indicating that one LSA is not valid. Which action will immediately clear the invalid LSA
from the network without waiting for the LSA to time out or resetting the OSPF sessions on the router?     

A. user@router# deactivate protocols ospf 
user@router# commit
user@router# activate protocols ospf 
user@router# commit

B. user@router> clear ospf database purge

C. user@router> clear ospf database

D. user@router> restart routing

Correct Answer: B
Section: (none)
Explanation

Explanation/Reference:

QUESTION 26
Click the Exhibit button. 
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All ISP networks shown in the exhibit contain many BGP speaking routers. You are in charge of ISP A. You must ensure that customer Y sends their traffic to you
over the directly connected link but customer Y is not used for transit into your network. What do you do to accomplish this?     

A. Advertise routes to customer Y with a higher MED than routes advertised to customer X.

B. Advertise routes to customer Y with the well-known no-advertise community.

C. Advertise routes to customer Y with your AS number prepended four times.

D. Advertise routes to customer Y with the well-known no-export community.

Correct Answer: D
Section: (none)
Explanation

Explanation/Reference:
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QUESTION 27
Click the Exhibit button. 

Referring to the exhibit, which statement is true assuming BGP Layer 2 VPN signaling?     

A. PE1 receives two BGP NLRI updates, each containing a remote site ID, a label base, and Layer 2 encapsulation.

B. PE2 receives one BGP NLRI update containing a remote site ID, a label base, and Layer 2 encapsulation.

C. PE2 receives two BGP NLRI updates, each containing a remote site ID, label vc, and Layer 2 encapsulation.

D. PE1 receives one BGP NLRI for VPN A containing only a remote site ID and a label offset value.

Correct Answer: A
Section: (none)
Explanation

Explanation/Reference:

QUESTION 28
You are asked to design a Layer 2 VPN service for a service provider network that supports Ethernet and ATM transport. Which two Layer 2 VPN technologies will
meet this requirement? (Choose two.)     

A. LDP-signaled VPLS, using draft martini encapsulation
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B. BGP-signaled VPLS, using the RFC 4448 Layer 2 frame format

C. LDP Layer 2 circuit, using the RFC 4448 Layer 2 frame format

D. BGP Layer 2 VPN, using draft-Martini encapsulation

Correct Answer: CD
Section: (none)
Explanation

Explanation/Reference:

QUESTION 29
An LDP Layer 2 circuit is configured for VPN A and VPN B. Which three statements are true regarding LDP Layer 2 circuit signaling? (Choose three.)      

A. PE-P LDP sessions use Martini encapsulation.

B. PE-PE LDP sessions can be extended or adjacent.

C. VRF tables are needed on the PEs.

D. TCC encapsulation is needed to interconnect different interface types.

E. The VC type field in the LDP header specifies the encapsulation type.

Correct Answer: BDE
Section: (none)
Explanation

Explanation/Reference:

QUESTION 30
You are provisioning a new customer for an LDP Layer 2 circuit. You have assigned them VLAN 600 on interface ge-1/0/0.Which configuration correctly provisions
the interface?     
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A. Option A

B. Option B

C. Option C

D. Option D

Correct Answer: D
Section: (none)
Explanation

Explanation/Reference:

QUESTION 31
Click the Exhibit button. 
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You are asked to configure an OSPF network based on the topology shown in the exhibit. Area 1 must not receive Type 5 LSAs from the backbone, but must be
capable of containing ASBRs. What will accomplish this?     

A. Area 1 should be configured as a stub area, which by default meets the network's requirements.

B. R3 should be configured with no-externals for Area 1, which will suppress Type 5 announcements.

C. R3 should be configured with no-summaries for Area 1, which will suppress Type 5 announcements.

D. Area 1 should be configured as an NSSA, which by default meets the network's requirements.

Correct Answer: D
Section: (none)
Explanation

Explanation/Reference:
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QUESTION 32
Click the Exhibit button. 

In the exhibit, NG-MVPN is used for a Layer 3 VPN. Which two statements are valid? (Choose two.)     

A. The egress PEs for I-PMSI tunnels should signal a label value of 3.

B. The vrf-table-label parameter is configured on the PEs.

C. PIM must be enabled on the PE and P routers.

D. The provider tunnel shown is similar to a draft-Rosen default MDT.

Correct Answer: BD
Section: (none)
Explanation

Explanation/Reference:

QUESTION 33
Click the Exhibit button. 



https://www.gratisexam.com/

Based on the configuration in the exhibit, which statement is correct?     

A. If path-one fails, the LSP will attempt to signal a new LSP using path-three.

B. If path-one fails, the LSP will attempt to signal a new LSP using path-two.

C. If path-one fails, the LSP will not attempt to signal a new LSP.

D. If path-one fails, the LSP will attempt to signal a new LSP using both path-two and path-three.

Correct Answer: A
Section: (none)
Explanation

Explanation/Reference:

QUESTION 34
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You are monitoring the control plane traffic using a network analyzer on an Ethernet network segment with all routers configured with IS-IS routing. Which two
statements are true? (Choose two.)     

A. DIS will send hellos more frequently than other IS-IS devices.

B. L1 and L2 hellos are combined in a single hello packet.

C. PSNPs are sent periodically.

D. Only the DIS will send CSNPs periodically.

Correct Answer: AD
Section: (none)
Explanation

Explanation/Reference:

QUESTION 35
Click the Exhibit button. 
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In the exhibit, Customer A uses private RFC1918 addresses within its network. The customer wants to have all Internet access for its organization transit through
the main office for security and NAT purposes. Each of the PE routers in your network contains Internet routes in the main instance routing table and is capable of
provisioning both a VRF and a non-VRF interface to its attached CE router. Which router should be configured to accomplish the administrative goal of the
customer?     

A. P

B. PE1

C. PE2

D. PE3

Correct Answer: B
Section: (none)
Explanation
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Explanation/Reference:

QUESTION 36
Click the Exhibit button. 
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Customer A is complaining that routes advertised from the CE2 router are not being received on the CE1 router. The physical topology of the network is CE1-PE1-
PE2-CE2. The CE1-PE1 subnet is 172.16.1.0/24. The CE2-PE2 subnet is 172.16.2.0/24. PE1's loopback is 192.168.3.1 and PE2's loopback is
192.168.4.1.Referring to the output in the exhibit, what is the problem?     

A. No LSP exists between PE1 and PE2.

B. Route targets are not properly configured.

C. as-override is not configured in the VRFs.

D. family inet-vpn is not configured on the PEs.

Correct Answer: C
Section: (none)
Explanation

Explanation/Reference:

QUESTION 37
Click the Exhibit button. 
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In the exhibit, all routers within each AS are configured for Anycast RP. All intra-AS routers are configured within the same MSDP mesh group. Inter-AS multicast
has been enabled using MSDP without MSDP mesh groups. Which statement is true?     

A. R6 and R7 should have an MSDP peering, because multiple MSDP AS hops are not allowed.

B. SA messages received from R2 are not forwarded to R5, R7, and R8.

C. SA messages from R5 are not forwarded to AS1.

D. Duplicate SA messages may be received in AS2.

Correct Answer: D
Section: (none)
Explanation

Explanation/Reference:

QUESTION 38
Click the Exhibit button. 



https://www.gratisexam.com/

On your MX Series router, traffic using the less-critical scheduler is out of profile. All other data is currently in profile. Referring to the exhibit, which statement is
correct?     
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A. The less-critical queue can use the remaining bandwidth.

B. The less-critical queue cannot buffer traffic, so traffic is dropped.

C. The less-critical queue is serviced before the critical queue.
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D. The less-critical queue cannot use the remaining bandwidth.

Correct Answer: A
Section: (none)
Explanation

Explanation/Reference:

QUESTION 39
Click the Exhibit button. 

Traffic is flowing through the policer as shown in the exhibit. The traffic has a throughput rate of 3 Mbps, and the burst size counter is at 1.5 MB. How is traffic
affected?     

A. Traffic has its PLP set to low.

B. Traffic has its PLP set to medium-low.

C. Traffic has its PLP set to medium-high.

D. Traffic has its PLP set to high.

Correct Answer: C
Section: (none)
Explanation

Explanation/Reference:
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QUESTION 40
Which two configuration parameters are required to configure an LDP-signaled VPLS service? (Choose two.)     

A. vpls-id

B. site-identifier

C. route-distinguisher

D. instance-type vpls

Correct Answer: AD
Section: (none)
Explanation

Explanation/Reference:
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Topic 3, Volume C

QUESTION 1
In an interdomain multicast deployment scenario, RP1 is in AS1 and RP2 is in AS2. MSDP is configured between RP1 and RP2 A source in AS1 and a receiver in
AS2 have just become active. What initially triggers RP1 to send source-active messages (SAs) to RP2?

A. A join-to-RP message is sent from RP2 to RP1. 

B. A join-to-source message is sent from RP2 to RP1 

C. A register message is received on RP1. 

D. A register message is received on RP2.

Correct Answer: C
Section: (none)
Explanation

Explanation/Reference:

QUESTION 2
Click the Exhibit button.
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A network administrator has configured the LSPs shown in the exhibit on the ingress router of a 10-Gigabit Ethernet network
Which statement is true?

A. Both LSPs will establish and remain established.

B. The Boston-to-Denver LSP will establish and remain established. 

C. The Boston-to-Seattle LSP will establish and remain established. 

D. Neither LSP will remain established.

Correct Answer: B
Section: (none)
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Explanation

Explanation/Reference:

QUESTION 3
What is the first step of the CSPF algorithm's pruning process?
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A. Prune links with insufficient bandwidth.

B. Prune links that contain an excluded administrative group.

C. Prune links that do not contain an included administrative group.

D. Prune links that do not contain an administrative group.

Correct Answer: A
Section: (none)
Explanation

Explanation/Reference:

QUESTION 4
You are configuring CoS schedulers on an M Series router. For some queues, you want to limit throughput to the configured transmit rate, and buffer excess traffic.
Which two transmission rate options can you use? (Choose two.)

A. exact

B. rate-limit

C. remainder

D. shaping-rate

Correct Answer: AD
Section: (none)
Explanation
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Explanation/Reference:

QUESTION 5
You recently implemented an MSDP mesh group within your PIM-SM domain. Which two new behaviors can you expect? (Choose two.)

A. SA messages from peer ASs will now be received.

B. SA messages from group members will now require a peer-RPF check.

C. SA messages will no longer be forwarded to other members in the group.

D. SA messages from group members will no longer require a peer-RPF check.

Correct Answer: CD
Section: (none)
Explanation

Explanation/Reference:

QUESTION 6
Click the Exhibit button

Given the topology in the exhibit, which two requirements must be met to allow multicast traffic to flow from AS65001 to AS65002? (Choose two.)
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A. MSDP sessions must exist between all routers in AS65001.

B. Source information must be relayed from AS65001 to AS65002.

C. A full mesh of MBGP peering sessions must be formed within AS65001.

D. A TCP session must be formed between the RPs in AS65001 andAS65002.

Correct Answer: BD
Section: (none)
Explanation

Explanation/Reference:

QUESTION 7
Which statement is true regarding the no-propagate-ttl feature?

A. Supported only by Junos devices

B. Configured on every LSR

C. Configured only on ingress LSR

D. Supported only on RSVP LSPs

Correct Answer: B
Section: (none)
Explanation

Explanation/Reference:

QUESTION 8
Click the Exhibit button.
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On the network shown in the exhibit, a network administrator is attempting to bring up an LSP between Boston and Seattle using administrative groups.
Which two of the following LSP configurations allow the LSP to establish? (Choose two.)
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A. Option A

B. Option B

C. Option C

D. Option D
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Correct Answer: CD
Section: (none)
Explanation

Explanation/Reference:

QUESTION 9
Click the Exhibit button.

In the exhibit, R1 is advertising a BGP route into both IS-IS and OSPF. There is mutual redistribution from R1 and R2 into both OSPF and IS-IS.
The following traceroute is performed on R4:
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What is one way to fix the routing loop?

A. Option A

B. Option B
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C. Option C

D. Option D

Correct Answer: A
Section: (none)
Explanation

Explanation/Reference:

QUESTION 10
Click the Exhibit button

You manage the network in the exhibit. Your customer contacts you and requests that OSPF traffic being routed between CE-2 and CE-3 use the VPN connection
instead of the direct connection in its local network.
In addition to creating a sham link between PE-2 and PE-3, what step is required?

A. Set the sham link remote metric to be lower than 8.

B. Set the sham link local metric to be lower than 8.

C. Set the sham link preference to be lower than 8.

D. Set the sham link interface metric to be lower than 8.

Correct Answer: A
Section: (none)
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Explanation

Explanation/Reference:

QUESTION 11
Click the Exhibit button

The 10.200/16 network is announced as an IS-IS route by R2 to its IS-IS neighbors. R3 and R4 are configured with an IS-IS export policy, which announces this
route to R5 and R6.
Which statement is true?

A. When viewed on R5 the 10.200/16 route will be marked down.

B. When viewed on R5 the 10.200/16 route will be marked up.

C. The 10.200/16 route will not be visible on R5.

D. The 10.200/16 route will be marked with the overload bit.
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Correct Answer: A
Section: (none)
Explanation

Explanation/Reference:

QUESTION 12
What does an operation (op) script do?

A. Instructs the Junos OS to perform a set of actions whenever the script is run manually or called by another script

B. Instructs the Junos OS to perform a set of actions based on its location in the configuration.

C. Instructs the Junos OS to perform a set of actions during the process of activating configuration changes.

D. Instructs the Junos OS to perform a set of actions automatically based on operational status of the device.

Correct Answer: A
Section: (none)
Explanation

Explanation/Reference:

QUESTION 13
Click the Exhibit button.
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Based on the exhibit, why is the router not installing routes in the OSPF database into the routing table?

A. The neighbor is stuck in the ExStart state

B. The routes are going to a different table than inet.0

C. There is an interface type mismatch

D. There is an MTU mismatch

Correct Answer: C
Section: (none)
Explanation

Explanation/Reference:

QUESTION 14
You are trying to establish an EBGP peering with a neighbor that is not in the same subnet.
What configuration parameter, when accompanied with a supporting import policy, can you use to resolve the issue and maintain multipath functionality?
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A. multihop

B. accept-remote-nexthop

C. multipath

D. include-mp-next-hop

Correct Answer: B
Section: (none)
Explanation

Explanation/Reference:

QUESTION 15
Click the Exhibit button.
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The configuration excerpts shown below are applied to R1 and R2:

Based on the exhibit and the configurations above, what combination of IS-IS adjacencies are created between R1 and R2?

A. No adjacency is created

B. Both L1 and L2

C. L1 only

D. L2 only

Correct Answer: A
Section: (none)
Explanation

Explanation/Reference:

QUESTION 16
In your network, customers are complaining about the performance of voice traffic.
Which command displays the number of packets dropped due to the drop profile configured?

A. show interfaces queue ge-1/0/0

B. show interfaces terse

C. show class-of-service interface ge-1/0/0

D. show class-of-service forwarding-class
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Correct Answer: A
Section: (none)
Explanation

Explanation/Reference:

QUESTION 17
You operate a Layer 3 VPN for multiple customers. To support advanced route filtering on your PE routers, you must advertise more than one BGP community on
advertised VPN routes to remote PE routers. Which routing-instance configuration parameter supports this requirement?

A. vrf-import

B. vrf-export

C. vrf-target import

D. vrf-target export

Correct Answer: B
Section: (none)
Explanation

Explanation/Reference:

QUESTION 18
Click the Exhibit button.
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You have an MPLS network and you have configured least-fill as your CSPF tiebreaker.
Using the information in the exhibit, which path will be used to signal a new LSP requiring 12 Mbps?

A. Path 1

B. Path 2

C. Path 3

D. Path 4

Correct Answer: D
Section: (none)
Explanation

Explanation/Reference:

QUESTION 19
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Which two LSA types are permitted in an OSPF stub area? (Choose two.)

A. Type 1

B. Type 2

C. Type 4

D. Type 5

Correct Answer: AB
Section: (none)
Explanation

Explanation/Reference:
Explanation:
Stub areas can contain type 1, 2, and 3 LSAs. A default route is substituted for external routes.

QUESTION 20
You want to add a new OSPF area to your existing OSPF network; however, this area will not be directly connected to Area 0. Which feature would you use to
complete this task?

A. Routing policy

B. Not-so-stubby area

C. Virtual link

D. Type 10 LSA

Correct Answer: C
Section: (none)
Explanation

Explanation/Reference:

QUESTION 21
Which neighbor state indicates that two BGP neighbors have full connectivity?

A. Idle

B. Connect

C. Open Confirm

D. Established
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Correct Answer: D
Section: (none)
Explanation

Explanation/Reference:

QUESTION 22
Which table is considered the MPLS routing table?

A. inet.0

B. inet.2

C. inet.3

D. inet6.0

Correct Answer: C
Section: (none)
Explanation

Explanation/Reference:

QUESTION 23
What are two elements that must be configured to enable LDP? (Choose two.)

A. Add the relevant interfaces under the [edit protocols ldp] hierarchy.

B. Add the relevant interfaces under the [edit protocols rsvp] hierarchy.

C. Add the family iso statement to the relevant interfaces under the [edit interfaces] hierarchy.

D. Add the family mpls statement to the relevant interfaces under the [edit interfaces]

Correct Answer: AD
Section: (none)
Explanation

Explanation/Reference:

QUESTION 24
Which statement correctly describes the function of a policer?
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A. It defines a set of parameters, including transmission rate, queue priority, delay buffers, and congestion management and avoidance.

B. It provides a first stage of congestion management by controlling the amount of traffic entering a device.

C. It writes a value into an outbound packet's CoS field according to the packet's forwarding class and loss priority.

D. It determines the amount of bandwidth allocated to a queue.

Correct Answer: B
Section: (none)
Explanation

Explanation/Reference:

QUESTION 25
Refer to the exhibit.

What does 192.168.1.2 represent?

A. The address of the Area 0 virtual link

B. The address of the vltunnel interface 

C. The router ID of the local virtual ABR 

D. The router ID of the remote router

Correct Answer: D
Section: (none)
Explanation

Explanation/Reference:
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QUESTION 26
What are three reasons an OSPF neighbor ship would be stuck in ExStart? (Choose three.)

A. The LSA database exchange is not yet completed. 

B. There is an MTU mismatch between the OSPF routers.

C. There is an interface-type mismatch between the OSPF routers.

D. There is a unicast communication problem between the OSPF routers.
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E. Both OSPF routers are using the same router ID. 

Correct Answer: BDE
Section: (none)
Explanation

Explanation/Reference:

QUESTION 27
Click the Exhibit button.
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You are receiving the OSPF link state advertisement shown in the exhibit. What are two reasons for the displayed metric value? (Choose two.)

A. The neighboring router has the overload option configured. 

B. The local router has the overload option configured. 

C. The neighboring router has exceeded its configured prefix export limit.

D. The local router has exceeded its configured prefix import limit.

Correct Answer: AC
Section: (none)
Explanation

Explanation/Reference:

QUESTION 28
You have an AS boundary router which is also an area border router with an NSSA attached.  

Which two LSA types are exported into the NSSA by default? (Choose two.)

A. Type 3
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B. Type 5

C. Type 7

D. Type 9

Correct Answer: AC
Section: (none)
Explanation

Explanation/Reference:

QUESTION 29
Click the Exhibit button.
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You are creating an OSPF multiarea adjacency with a link between two ABRs.

Referring to the exhibit, which configuration setting must be added to the routers to allow the second adjacency to form?

A. You must add the second area under [edit protocols ospf] and add a policy statement exporting the respective router-id into OSPF.

B. You must add the second area under [edit protocols ospf] and add a static route with the destination of the other ABR's router-id in the area.

C. You must add the second area under [edit protocols ospf] and configure the respective interface as secondary in the area.

D. You must add the second area under [edit protocols ospf] and add the respective interfaces

Correct Answer: C
Section: (none)
Explanation

Explanation/Reference:

QUESTION 30
You are hired at an ISP and your new employer asks you to become familiar with the routing policy. The 42+.*[21112]$ regular expression is in one of the policies.
Which three AS paths match the regex statement? (Choose three.)

A. 42 42 42 42 6

B. 42 42 42 27 21

C. 42 42 42 42 12

D. 42 69 2112 112

E. 42 69 212112

Correct Answer: BCE
Section: (none)
Explanation

Explanation/Reference:

QUESTION 31
You have an existing Layer 3 VPN connecting Site 1 and Site 2. Both CE devices are in the same autonomous system and are sharing routes with your PE devices
using EBGP. You must share routes between the sites. 

Which BGP configuration parameter must you use?
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A. Advertise-inactive

B. Remove-private 

C. As-override 

D. Multihop

Correct Answer: C
Section: (none)
Explanation

Explanation/Reference:

QUESTION 32
Which set of BGP attribute values is most preferred by the Junos OS?

A. Origin?
Local Preference 1
AS Path 20 10 3 2 1

B. Origin I
Local Preference 100
AS Path 10 3 2 1

C. Origin I
Local Preference 1
AS Path 20 10 3 2 1

D. Origin E
Local Preference 100
AS Path 10 3 2 1

Correct Answer: B
Section: (none)
Explanation

Explanation/Reference:

QUESTION 33
Refer to the exhibit.
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What is the expected result based on the configuration shown in the exhibit?
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A. To discourage IBGP routers from using the path through 10.10.10.2

B. To encourage IBGP routers to use the path through 10.10.10.2

C. To discourage EBGP routers from using the path through 10.10.10.2

D. To encourage EBGP routers to use the path through 10.10.10.2

Correct Answer: C
Section: (none)
Explanation

Explanation/Reference:

QUESTION 34
You are asked to set up a route reflection cluster for a group of IBGP peers that are fully meshed.

You want to only reflect routes that arrive outside the cluster to the IBGP peers. 

Which route reflector configuration accomplishes this task?
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A. Option A

B. Option B

C. Option C

D. Option D

Correct Answer: C
Section: (none)
Explanation

Explanation/Reference:

QUESTION 35
You want to aggregate policing for different protocol families and different logical interfaces on the same physical interface. Which CoS configuration attribute will
accomplish this goal?

A. hierarchical policer

B. shared bandwidth policer

C. physical interface policer

D. logical interface policer

Correct Answer: C
Section: (none)
Explanation

Explanation/Reference:

QUESTION 36
You have recently deployed PIM-SM in your network and must control some of the associated protocol exchanges. 

Which three statements are true? (Choose three.)

A. Policy can be used to control outgoing register messages at the source RP.

B. Policy can be used to control outgoing register messages at the source DR.

C. Policy can be used to control incoming register messages at the RP.

D. Policy can be used to control incoming register messages at the DR.
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E. Policy can be used to control incoming and outgoing join and prune messages.

Correct Answer: BCE
Section: (none)
Explanation

Explanation/Reference:

QUESTION 37
Refer to the exhibit.
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Multicast traffic from 192.168.25.6 to 228.0.0.0/8 is entering the router on xe-3ft)/0. Which statement is correct?

A. The reverse-path forwarding lookup will succeed without these policies because of a default route.

B. The traffic to 228.0.0.0/3 will be rejected. 

C. The traffic from 192.168.25.6 will be rejected. 

D. The reverse-path forwarding lookup will fail without these policies.

Correct Answer: D
Section: (none)
Explanation

Explanation/Reference:

QUESTION 38
You are using the 224.2.0.0/16 multicast address range for SSM applications in your network. However, since you have deployed SSM in your network, SAP/SDP
application communications have not been functioning properly. 

What must you do to allow the SSM and SAP/SDP applications to function properly?

A. Use the 232.0.0.0/3 address range for SAP/SDP applications.

B. Use the 232.0.0.0/8 address range for SSM applications.

C. Use the 224.1.0.0/16 address range for SAP/SDP applications.

D. Use the 224.1.0.0/16 address range for SSM applications

Correct Answer: B
Section: (none)
Explanation

Explanation/Reference:

QUESTION 39
You are asked to implement PIM-SM in your network, which consists of equipment from multiple vendors. 

You must configure multiple RP discovery methods in this environment for redundancy purposes. MSDP cannot be used.  

Which two statements are true? (Choose two.)
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A. If you configure a static RP and auto-RP, auto-RP will be preferred and used by all routers.

B. If you configure a static RP and a BSR, the BSR will be preferred and used by all routers.

C. Auto-RP can be used to provide RP failover and load sharing between the elected RPs.

D. The BSR can be used to provide RP failover and load sharing between the elected RPs.

Correct Answer: BD
Section: (none)
Explanation

Explanation/Reference:

QUESTION 40
You are asked to configure auto-RP as part of a new PIM sparse mode deployment in your network. 

Which two configuration tasks are required? (Choose two.)

A. Configure MSDP peering sessions between all RP candidates.

B. Configure PIM sparse-dense mode on all interfaces.

C. Configure IGMP version 2 on all routers.

D. Configure the appropriate auto-RP role on all routers.

Correct Answer: BD
Section: (none)
Explanation

Explanation/Reference:
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Topic 4, Volume D

QUESTION 1
You are asked to deploy VPLS in your network as a new service for several customers and must identify the configuration and provisioning requirements. Which
two statements are correct? (Choose two.)

A. PE routers must include a VRF routing instance.

B. PE interfaces facing customers must have family VPLS configured.

C. PE routers must create a unique site ID for each CE device.

D. CE routers must be configured with their assigned route target.

Correct Answer: BC
Section: (none)
Explanation

Explanation/Reference:

QUESTION 2
Refer to the exhibit.
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In a newly configured VPLS network, you see the output shown in the exhibit. The remote PE is 10.1.1.2. What is the cause for the OL status?

A. There is not a proper label-switched path to the remote PE, so there is no MPLS path to the remote PE.
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B. The VPLS site identifiers are not contiguous, causing label block allocation to run out of labels.

C. The MPLS protocol family is not configured for interface fe-0/1/2.2, so the LDP adjacency is in an error state.

D. The remote PE is using the wrong route distinguisher, so the outgoing labels are incorrect.

Correct Answer: B
Section: (none)
Explanation

Explanation/Reference:

QUESTION 3
Which configuration parameter would be used by a commit script to use custom syntax and simplify the configuration?

A. Apply-groups

B. Allow-transients

C. Direct-access

D. Apply-macro

Correct Answer: D
Section: (none)
Explanation

Explanation/Reference:

QUESTION 4
Refer to the exhibit.
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In the exhibit, R2 is receiving the 10.100.100.0/24 prefix from R1 and R4. R1 uses the 1.1.1.1 router ID and R4 uses the 4.4.4.4 router ID to advertise the prefix to
R2. 

Why is R2 preferring the version of the route that R1 is advertising?

A. The version of the route that R4 is advertising has a higher metric value.

B. The version of the route that R4 is advertising has an external Type 2 LSA value.

C. The version of the route that R1 is advertising has a lower associated router ID value.

D. The version of the route that R1 is advertising has a lower age value.

Correct Answer: B
Section: (none)
Explanation

Explanation/Reference:

QUESTION 5
Refer to the exhibit.

Which statement is true?
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A. OSPF neighbor 192.168.158.103 is least likely to be selected as the designated router.

B. OSPF neighbor 192.168.158.103 is most likely to be selected as the designated router.

C. OSPF neighbor 192.168.158.103 is ineligible to be selected as the designated router.

D. OSPF neighbor 192.168.158.103 is second most likely to be selected as the designated router.

Correct Answer: A
Section: (none)
Explanation

Explanation/Reference:

QUESTION 6
Which authentication method secures IS-IS hello, link-state, and sequence number PDUs?

A. Level authentication

B. Interface authentication

C. Area authentication

D. Domain authentication

Correct Answer: A
Section: (none)
Explanation

Explanation/Reference:

QUESTION 7
Given the following regular expression: 
(14203121870)

Which two AS paths will match? (Choose two.)
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A. 1045814203

B. 21870

C. 10458 21870 21870 

D. 27522 14203 21870

Correct Answer: AB
Section: (none)
Explanation

Explanation/Reference:

QUESTION 8
Given the following regular expression: 

.* 14203+(21870110458)

Which two AS paths match? (Choose two.)

A. 27522 2187010458

B. 27522 14203 14203 14203 21870

C. 14203 21780 10458

D. 14203 21780 27522

Correct Answer: BC
Section: (none)
Explanation

Explanation/Reference:

QUESTION 9
Refer to the exhibit.
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Referring to the applied drop profile shown in the exhibit, if the buffer is 30 percent full, what is the probability of traffic being dropped?

A. 25 percent

B. 30 percent

C. 50 percent

D. 75 percent

Correct Answer: A
Section: (none)
Explanation

Explanation/Reference:

QUESTION 10
You have configured PIM dense mode on your network. One of your PIM-enabled routers is not in the path of the source-based tree between the source and the
receivers, and has no need for the multicast traffic. Which behavior would you expect from that router?

A. The router will send register stop messages to the RP.
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B. The router will send prune messages to its upstream router.

C. The router will send assert messages to the RP.

D. The router will send graft messages to its upstream router.

Correct Answer: B
Section: (none)
Explanation

Explanation/Reference:

QUESTION 11
You are asked to mask your Junos MPLS core network from users that use traceroute. You have configuration privileges only on the ingress device. Which feature
will accomplish this task?

A. Egress-protection

B. No-propagate-ttl

C. No-record

D. No-decrement-ttl

Correct Answer: D
Section: (none)
Explanation

Explanation/Reference:

QUESTION 12
You have recently deployed an MPLS network using CSPF with its default settings. Which statement is true regarding path selection when multiple candidate paths
exist?

A. The path selected will be based on the most-fill bandwidth ratio.

B. The path selected will be based on the least-fill bandwidth ratio.

C. The path selected will be based on a randomized algorithm.

D. The path selected will be based on the first-hop LSR's RID. 

Correct Answer: C
Section: (none)
Explanation
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Explanation/Reference:

QUESTION 13
Refer to the exhibit.
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What are two ways to resolve the error BGP label allocation failure: Need a next hop address on LAN? (Choose two.)

A. Configure a /32 static route with the next hop as itself to any remote address on the network assigned to the CE-facing interface.
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B. Resolve the MPLS issue between the PE routers.

C. Configure a static ARP entry on fe-l/#3.0.

D. Configure vrf-table-label in the routing-instance.

Correct Answer: AD
Section: (none)
Explanation

Explanation/Reference:

QUESTION 14
Which two statements describe the benefits of using point-to-multipoint LSPs in an environment with MVPNs? (Choose two.)

A. Performance levels within the LSPs can be guaranteed, regardless of the signaling protocol used.

B. A service provider network does not need to run PIM to support multicast routing.

C. Data replication can be done by downstream LSRs and not just by the ingress PE router.

D. Multicast traffic can be protected, regardless of the signaling protocol used.

Correct Answer: BC
Section: (none)
Explanation

Explanation/Reference:

QUESTION 15
What are two requirements of Layer 2 VPN BGP route reflectors? (Choose two.)

A. Routes are kept in the bgp.l2vpn.0 table.

B. Route reflectors must support the l2vpn family.

C. Route reflectors must support the inet-vpn family.

D. Routes are kept in the inet.2 table.

Correct Answer: AB
Section: (none)
Explanation

Explanation/Reference:
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QUESTION 16
You are asked to implement a BGP-signaled VPLS network for a new customer. Which two statements are correct regarding this implementation? (Choose two.)

A. A full mesh of LDP sessions between PEs must be configured.

B. The PE routers distribute VPLS-to-label mapping using MP-IBGP.

C. These MP-BGP sessions must be configured to support the I2vpn signaling address family.

D. These MP-BGP sessions must be configured to support the inet-vpn signaling address family.

Correct Answer: BC
Section: (none)
Explanation

Explanation/Reference:

QUESTION 17
-- Exhibit –
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-- Exhibit --

Click the Exhibit button.
 
In the exhibit, you must configure an OSPF virtual link between R2 and R3 to facilitate communication between Area 0 and Area 2.
 
Which two addresses should you use as the neighbor IDs of the virtual link endpoints? (Choose two.)

A. The address that is associated with R2's router ID.

B. The address that is associated with R2's ge-0/0/0 interface.

C. The address that is associated with R3's router ID.

D. The address that is associated with R3's ge-0/0/1 interface.

Correct Answer: AC
Section: (none)
Explanation

Explanation/Reference:

QUESTION 18
-- Exhibit –
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-- Exhibit --
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Click the Exhibit button.
 
The exhibit displays an IS-IS topology and IS-IS-related outputs for R1 and R2. The IS-IS adjacencies between R2 and R3 are in the Up state, but the IS-IS
adjacency between R1 and R2 does not attempt to form.
 
Which two actions will ensure that all IS-IS adjacencies (R1 to R2 and R2 to R3) reach and stay in the Up state? (Choose two.)

A. Change the area ID on R2 to 49.1111.

B. Enable Level 2 operations for all of R1's interfaces.

C. Enable Level 1 operations for all of R2's interfaces.

D. Change the selector value on R1 to 01.

Correct Answer: AB
Section: (none)
Explanation

Explanation/Reference:

QUESTION 19
-- Exhibit –
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-- Exhibit --

Click the Exhibit button.
 
In the exhibit, R2 is receiving external routing information for the 192.168.16.0/24 prefix and is redistributing it into IS-IS. R1 has a policy that leaks the
192.168.16.0/24 route into Area 49.1111. R3 has a policy that leaks the 192.168.16.0/24 route into Area 49.2222. However, the IS-IS version of the route does not
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appear in R2's routing table.
 
Why does R3's route leaking policy appear not to be working?

A. The Up/Down bit is set to down for the prefix.

B. The external flag is set for the prefix.

C. You can only leak routes from Level 2 to Level 1.

D. R2 already has better routing information for the prefix.

Correct Answer: A
Section: (none)
Explanation

Explanation/Reference:

QUESTION 20
-- Exhibit –

-- Exhibit --

Click the Exhibit button.
 
Referring to the exhibit, you must ensure that all traffic sourced from C1 and destined to C2 is associated with the expedited forwarding class. Also, you must
ensure that all other traffic not sourced from C1 is not impacted by the identified modification. 
 
Which method should you use?

A. Use an input behavior aggregate classifier on ge-1/0/8.0 that matches source address 10.1.1.0/24.
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B. Use an output behavior aggregate classifier on ge-1/1/17.0 that matches destination address 10.2.2.0/24.

C. Use an input multifield classifier on ge-1/0/8.0 that matches source address 10.1.1.0/24.

D. Use an output multifield classifier on ge-1/1/17.0 that matches destination address 10.2.2.0/24.

Correct Answer: C
Section: (none)
Explanation

Explanation/Reference:
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